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Tailor-made solutions for industry

Customer-specific production of enclosures 
and complete modules: Spelsberg is 
a dedicated development partner wherever 
the implementation of customer needs are 
involved.
By focusing on the project business, we 
create custom-tailored, individual solutions 

for industry every day. A continuous process 
chain located completely at the Schalksmühle 
site ranges from project management and 
development, construction, prototyping, 
tool design, tool making and production 
enables fast, high-quality implementation 
of projects. Testing and certifications 

in accordance with VDE and UL are carried 
out in our own in-house laboratory.

Empty and as a tailor-made solutionAKL 
Polystyrene empty enclosures

 4 basic enclosures up to 600 x 300 mm with up to 2 different cover heights
 Grey or transparent lid
 Plastic: choice of polystyrene (AKL) or fibreglass-enhanced polycarbonate (AKi)
 With pre-moulded metric breakout openings
 Combinable up to protection class IP 65

AKi-L 
Polycarbonate empty enclosures

TG ABS 
ABS empty enclosures

 9 basic enclosures in different heights
 High-quality design featuring elegant high-gloss design
 Grey or transparent lid
 Plastic: choice of ABS (TG ABS) or polycarbonate (TG PC)
 Recess in the lid enables attachment of a patterned film or membrane keyboard
 Flexible due to smooth side walls
 Modular tools: Low-cost adjustment to customer needs

TG PC 
Polycarbonate empty enclosures

Individual mounting options Quick connection Integrated lid closure

 More technical information, product details, and CAD data is available at www.spelsberg.com/product-finder

Standardised rail, mounting plate, separating wall Combinable External hinges

Exterior mounting clips and mounting plates Example application Example application

AL
Aluminium empty enclosures

 16 Standard enclosure sizes up to 330 x 230 mm
 Corrosion protection via powder coating
 Material:  Aluminium AL SI 12
  Effective protection against electro-magnetic interference (EMI)  

and electro-static discharge (ESD)
  A further increase in the shielding power is able to be achieved via conductive seals  

(upon request) between the enclosure components
 Upon request:  Enclosure with       approval
 High chemical resistance



Polystyrene         TK PS standard design Polycarbonate         TK PC industrial quality Aluminium         TK AL industrial quality

Dimensions 
(in mm) 65 x 65 94 x 65 94 x 94 110 x 110 130 x 94 130 x 130 180 x 94 180 x 110 180 x 130 182 x 180 254 x 180 361 x 254 52 x 50 65 x 50 65 x 65 94 x 65 94 x 94 100 x 52 110 x 110 130 x 94 130 x 130 180 x 94 180 x 110 180 x 130 182 x 180 254 x 180 361 x 254 89 x 89 119 x 119 139 x 139 154 x 154 199 x 114 199 x 199 273 x 205 388 x 270
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) TK PS 77-6-m
105 401 01, height: 57
TK PS 77-8-m
105 901 01, height: 81

TK PS 77-6-o
110 401 01, height: 57
TK PS 77-8-o
110 901 01, height: 81

TK PS 97-6-m
105 402 01, height: 57
TK PS 97-8-m
105 902 01, height: 81

TK PS 97-6-o
110 402 01, height: 57
TK PS 97-8-o
110 902 01, height: 81

TK PS 99-6-m
105 403 01, height: 57
TK PS 99-8-m
105 903 01, height: 81

TK PS 99-6-o
110 403 01, height: 57
TK PS 99-8-o
110 903 01, height: 81

TK PS 1111-7-m
105 404 01, height: 66
TK PS 1111-9-m
105 904 01, height: 90

TK PS 1111-7-o
110 404 01, height: 66
TK PS 1111-9-o
110 904 01, height: 90

TK PS 1309-6-m
105 409 01, height: 57
TK PS 1309-8-m
105 909 01, height: 81

TK PS 1309-6-o
110 409 01, height: 57
TK PS 1309-8-o
110 909 01, height: 81

TK PS 1313-7-m
105 405 01, height: 75
TK PS 1313-10-m
105 905 01, height: 99

TK PS 1313-7-o
110 405 01, height: 75
TK PS 1313-10-o
110 905 01, height: 99

TK PS 1809-6-m
105 410 01, height: 57
TK PS 1809-8-m
105 910 01, height: 81

TK PS 1809-6-o
110 410 01, height: 57
TK PS 1809-8-o
110 910 01, height: 81

TK PS 1811-9-m
105 406 01, height: 90
TK PS 1811-11-m
105 906 01, height: 111
TK PS 1811-16-m
104 406 01, height: 165

TK PS 1811-9-o
110 406 01, height: 90
TK PS 1811-11-o
110 906 01, height: 111
TK PS 1811-16-o
109 406 01, height: 165

TK PS 1813-9-m
105 416 01, height: 90
TK PS 1813-11-m
105 916 01, height: 111
TK PS 1813-16-m
104 416 01, height: 165

TK PS 1813-9-o
110 416 01, height: 90
TK PS 1813-11-o
110 916 01, height: 111
TK PS 1813-16-o
109 416 01, height: 165

TK PS 1818-9-m
105 407 01, height: 90
TK PS 1818-11-m
105 907 01, height: 111
TK PS 1818-16-m
104 407 01, height: 165

TK PS 1818-9-o
110 407 01, height: 90
TK PS 1818-11-o
110 907 01, height: 111
TK PS 1818-16-o
109 407 01, height: 165

TK PS 2518-9-m
105 408 01, height: 90
TK PS 2518-11-m
105 908 01, height: 111
TK PS 2518-16-m
104 408 01, height: 165

TK PS 2518-9-o
110 408 01, height: 90 
TK PS 2518-11-o
110 908 01, height: 111
TK PS 2518-16-o
109 408 01, height: 165

TK PS 3625-11-m
105 412 01, height: 111
TK PS 3625-16-m
105 912 01, height: 165
 
TK PS 3625-11-o
110 412 01, height: 111
TK PS 3625-16-o
110 912 01, height: 165

TK PC 55-4-m
127 455 01, height: 35
 
TK PC 55-4-v
129 455 01, height: 35
with integrated cable 
threading
 
TK PC 55-4-o
120 455 01, height: 35

TK PC 75-4-m
127 475 01, height: 35
 
TK PC 75-4-v
129 475 01, height: 35
with integrated cable 
threading
 
TK PC 75-4-o
120 475 01, height: 35

TK PC 77-6-m
127 401 01, height: 57
TK PC 77-8-m
127 901 01, height: 81

TK PC 97-6-m
127 402 01, height: 57
TK PC 97-8-m
127 902 01, height: 81

TK PC 99-6-m
127 403 01, height: 57
TK PC 99-8-m
127 903 01, height: 81

TK PC 1005-4-m
127 480 01, height: 37
TK PC 1005-4-o
120 480 01, height: 37

TK PC 1111-7-m
127 404 01, height: 66
TK PC 1111-9-m
127 904 01, height: 90

TK PC 1309-6-m
127 409 01, height: 57
TK PC 1309-8-m
127 909 01, height: 81

TK PC 1313-7-m
127 405 01, height: 75
TK PC 1313-10-m
127 905 01, height: 99

TK PC 1809-6-m
127 410 01, height: 57
TK PC 1809-8-m
127 910 01, height: 81

TK PC 1811-9-m
127 406 01, height: 90
TK PC 1811-11-m
127 906 01, height: 111
TK PC 1811-16-m
128 406 01, height: 165

TK PC 1813-9-m
127 416 01, height: 90
TK PC 1813-11-m
127 916 01, height: 111
TK PC 1813-16-m
128 416 01, height: 165

TK PC 1818-9-m
127 407 01, height: 90
TK PC 1818-11-m
127 907 01, height: 111
TK PC 1818-16-m
128 407 01, height: 165

TK PC 2518-9-m
127 408 01, height: 90
TK PC 2518-11-m
127 908 01, height: 111
TK PC 2518-16-m
127 408 01, height: 165

TK PC 3625-11-m
127 412 01, height: 111
TK PC 3625-16-m
127 912 01, height: 165
 

TK AL 77-6
151 001 01
Height: 64

TK AL 99-6
151 003 01
Height: 64

TK AL 1111-7
151 004 01
Height: 73

TK AL 1313-7
151 005 01
Height: 81

TK AL 1811-9
151 006 01
Height: 95

TK AL 1818-9
151 007 01
Height: 95

TK AL 2518-9
151 008 01
Height: 95

TK AL 3625-11
151 012 01
Height: 117
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) TK PS 77-6-tm
106 001 01, height: 57
TK PS 77-8-tm
106 501 01, height: 81

TK PS 77-6-to
111 001 01, height: 57
TK PS 77-8-to
111 501 01, height: 81

TK PS 97-6-tm
106 002 01, height: 57
TK PS 97-8-tm
106 502 01, height: 81

TK PS 97-6-to
111 002 01, height: 57
TK PS 97-8-to
111 502 01, height: 81

TK PS 99-6-tm
106 003 01, height: 57
TK PS 99-8-tm
106 503 01, height: 81

TK PS 99-6-to
111 003 01, height: 57
TK PS 99-8-to
111 503 01, height: 81

TK PS 1111-7-tm
106 004 01, height: 66
TK PS 1111-9-tm
106 504 01, height: 90

TK PS 1111-7-to
111 004 01, height: 66
TK PS 1111-9-to
111 504 01, height: 90

TK PS 1309-6-tm
106 009 01, height: 57
TK PS 1309-8-tm
106 509 01, height: 81

TK PS 1309-6-to
111 009 01, height: 57
TK PS 1309-8-to
111 509 01, height: 81

TK PS 1313-7-tm
106 005 01, height: 75
TK PS 1313-10-tm
106 505 01, height: 99

TK PS 1313-7-to
111 005 01, height: 75
TK PS 1313-10-to
111 505 01, height: 99

TK PS 1809-6-tm
106 010 01, height: 57
TK PS 1809-8-tm
106 510 01, height: 81

TK PS 1809-6-to
111 010 01, height: 57
TK PS 1809-8-to
111 510 01, height: 81

TK PS 1811-9-tm
106 006 01, height: 90
TK PS 1811-11-tm
106 506 01, height: 111
TK PS 1811-16-tm
107 006 01, height: 165

TK PS 1811-9-to
111 006 01, height: 90
TK PS 1811-11-to
111 506 01, height: 111
TK PS 1811-16-to
112 006 01, height: 165

TK PS 1813-9-tm
106 016 01, height: 90
TK PS 1813-11-tm
106 516 01, height: 111
TK PS 1813-16-tm
107 016 01, height: 165

TK PS 1813-9-to
111 016 01, height: 90
TK PS 1813-11-to
111 516 01, height: 111
TK PS 1813-16-to
112 016 01, height: 165

TK PS 1818-9-tm
106 007 01, height: 90
TK PS 1818-11-tm
106 507 01, height: 111
TK PS 1818-16-tm
107 007 01, height: 165

TK PS 1818-9-to
111 007 01, height: 90
TK PS 1818-11-to
111 507 01, height: 111
TK PS 1818-16-to
112 007 01, height: 165

TK PS 2518-9-tm
106 008 01, height: 90
TK PS 2518-11-tm
105 508 01, height: 111
TK PS 2518-16-tm
107 008 01, height: 165

TK PS 2518-9-to
111 008 01, height: 90 
TK PS 2518-11-to
111 508 01, height: 111
TK PS 2518-16-to
112 008 01, height: 165

TK PS 3625-11-tm
106 012 01, height: 111
TK PS 3625-16-tm
106 512 01, height: 165
 
TK PS 3625-11-to
111 012 01, height: 111
TK PS 3625-16-to
111 512 01, height: 165

TK PC 55-4-tm
137 455 01, height: 35
 
TK PC 55-4-tv
139 455 01, height: 35
with integrated cable 
threading
 
TK PC 55-4-to
130 455 01, height: 35

TK PC 75-4-tm
137 475 01, height: 35
 
TK PC 75-4-tv
139 475 01, height: 35
with integrated cable 
threading
 
TK PC 75-4-to
130 475 01, height: 35

TK PC 77-6-tm
137 001 01, height: 57
TK PC 77-8-tm
137 501 01, height: 81

TK PC 97-6-tm
137 002 01, height: 57
TK PC 97-8-tm
137 502 01, height: 81

TK PC 99-6-tm
137 003 01, height: 57
TK PC 99-8-tm
137 503 01, height: 81

TK PC 1005-4-tm
137 480 01, height: 37
TK PC 1005-4-to
130 480 01, height: 37

TK PC 1111-7-tm
137 004 01, height: 66
TK PC 1111-9-tm
137 504 01, height: 90

TK PC 1309-6-tm
137 009 01, height: 57
TK PC 1309-8-tm
137 509 01, height: 81

TK PC 1313-7-tm
137 005 01, height: 75
TK PC 1313-10-tm
137 505 01, height: 99

TK PC 1809-6-tm
137 010 01, height: 57
TK PC 1809-8-tm
137 510 01, height: 81

TK PC 1811-9-tm
137 006 01, height: 90
TK PC 1811-11-tm
137 506 01, height: 111
TK PC 1811-16-tm
138 006 01, height: 165

TK PC 1813-9-tm
137 016 01, height: 90
TK PC 1813-11-tm
137 516 01, height: 111
TK PC 1813-16-tm
138 016 01, height: 165

TK PC 1818-9-tm
137 007 01, height: 90
TK PC 1818-11-tm
137 507 01, height: 111
TK PC 1818-16-tm
138 007 01, height: 165

TK PC 2518-9-tm
137 008 01, height: 90
TK PC 2518-11-tm
137 508 01, height: 111
TK PC 2518-16-tm
138 008 01, height: 165

TK PC 3625-11-tm
137 012 01, height: 111
TK PC 3625-16-tm
137 512 01, height: 165
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TK PS 1811-6f-m
105 414 01, height: 63
TK PS 1811-8f-m
105 914 01, height: 84
TK PS 1811-13f-m
104 414 01, height: 137

TK PS 1811-6f-o
110 414 01, height: 63
TK PS 1811-8f-o
110 914 01, height: 84
TK PS 1811-13f-o
109 414 01, height: 137

TK PS 1813-6f-m
105 415 01, height: 63
TK PS 1813-8f-m
105 915 01, height: 84
TK PS 1813-13f-m
104 415 01, height: 137

TK PS 1813-6f-o
110 415 01, height: 63
TK PS 1813-8f-o
110 915 01, height: 84
TK PS 1813-13f-o
109 415 01, height: 137

TK PS 1818-6f-m
105 413 01, height: 63
TK PS 1818-8f-m
105 913 01, height: 84
TK PS 1818-13f-m
104 413 01, height: 137

TK PS 1818-6f-o
110 413 01, height: 63
TK PS 1818-8f-o
110 913 01, height: 84
TK PS 1818-13f-o
109 413 01, height: 137

TK PS 2518-6f-m
105 411 01, height: 63
TK PS 2518-8f-m
105 911 01, height: 84
TK PS 2518-13f-m
104 411 01, height: 137

TK PS 2518-6f-o
110 411 01, height: 63
TK PS 2518-8f-o
110 911 01, height: 84
TK PS 2518-13f-o
109 411 01, height: 137

TK PC 1811-6f-m
127 414 01, height: 63
TK PC 1811-8f-m
127 914 01, height: 84
TK PC 1811-13f-m
128 414 01, height: 137

TK PC 1813-6f-m
127 415 01, height: 63
TK PC 1813-8f-m
127 915 01, height: 84
TK PC 1813-13f-m
128 415 01, height: 137

TK PC 1818-6f-m
127 413 01, height: 63
TK PC 1818-8f-m
127 913 01, height: 84
TK PC 1818-13f-m
128 413 01, height: 137

TK PC 2518-6f-m
127 411 01, height: 63
TK PC 2518-8f-m
127 911 01, height: 84
TK PC 2518-13f-m
128 411 01, height: 137
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) TK PS 1811-6f-tm
106 014 01, height: 63
TK PS 1811-8f-tm
106 514 01, height: 84
TK PS 1811-13f-tm
107 014 01, height: 137

TK PS 1811-6f-to
111 014 01, height: 63
TK PS 1811-8f-to
111 514 01, height: 84
TK PS 1811-13f-to
112 014 01, height: 137

TK PS 1813-6f-tm
106 015 01, height: 63
TK PS 1813-8f-tm
106 515 01, height: 84
TK PS 1813-13f-tm
107 015 01, height: 137

TK PS 1813-6f-to
111 015 01, height: 63
TK PS 1813-8f-to
111 515 01, height: 84
TK PS 1813-13f-to
112 015 01, height: 137

TK PS 1818-6f-tm
106 013 01, height: 63
TK PS 1818-8f-tm
106 513 01, height: 84
TK PS 1818-13f-tm
107 013 01, height: 137

TK PS 1818-6f-to
111 013 01, height: 63
TK PS 1818-8f-to
111 513 01, height: 84
TK PS 1818-13f-to
112 013 01, height: 137

TK PS 2518-6f-tm
106 011 01, height: 63
TK PS 2518-8f-tm
106 511 01, height: 84
TK PS 2518-13f-tm
107 011 01, height: 137

TK PS 2518-6f-to
111 011 01, height: 63
TK PS 2518-8f-to
111 511 01, height: 84
TK PS 2518-13f-to
112 011 01, height: 137

TK PC 1811-6f-tm
137 014 01, height: 63
TK PC 1811-8f-tm
137 514 01, height: 84
TK PC 1811-13f-tm
138 014 01, height: 137

TK PC 1813-6f-tm
137 015 01, height: 63
TK PC 1813-8f-tm
137 515 01, height: 84
TK PC 1813-13f-tm
138 015 01, height: 137

TK PC 1818-6f-tm
137 013 01, height: 63
TK PC 1818-8f-tm
137 513 01, height: 84
TK PC 1818-13f-tm
138 013 01, height: 137

TK PC 2518-6f-tm
137 011 01, height: 63
TK PC 2518-8f-tm
137 511 01, height: 84
TK PC 2518-13f-tm
138 011 01, height: 137
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TK PS  |  TK PC  |  TK AL Empty enclosure

Mounting plates with mounting plate holders for tool-free 
assembly. 1 set = 5 assembly plates

Type Dimensions Enclosure type Order no.
TK MPI-55 6 x 44 x 2.0 mm TK PS/PC 55 195 055 01
TK MPI-75 59 x 44 x 2.0 mm TK PS/PC 75 195 075 01

Mounting plate consisting of insulating material including 
fastening screws and spacers

Type Dimensions Enclosure type Order no.
TK MPI-77 45 x 45 x 2.5 mm TK PS/PC/AL 77 195 001 01
TK MPI-97 74 x 45 x 2.5 mm TK PS/PC 97 195 002 01
TK MPI-99 74 x 74 x 2.5 mm TK PS/PC/AL 99 195 003 01
TK MPI-1111 90 x 90 x 2.5 mm TK PS/PC/AL 1111 195 004 01
TK MPI-1309 110 x 74 x 2.5 mm TK PS/PC 1309 195 009 01
TK MPI-1313 110 x 110 x 2.5 mm TK PS/PC/AL 1313 195 005 01
TK MPI-1809 160 x 74 x 2.5 mm TK PS/PC 1809 195 010 01

Mounting plate consisting of insulating material including fastening screws

Type Dimensions Enclosure type Order no.
TK MPI-1811 150 x 90  x 2.5 mm TK PS/PC/AL 1811 195 006 01
TK MPI-1813 100 x 146 x 2.5 mm TK PS/PC 1813 195 011 01
TK MPI-1818 150 x 150 x 2.5 mm TK PS/PC/AL 1818 195 007 01
TK MPI-2518 220 x 150 x 2.5 mm TK PS/PC/AL 2518 195 008 01
TK MPI-3625 331 x 220 x 2.5 mm TK PS/PC/AL 3625 195 012 01

Mounting plate consisting of sheet metal including fastening 
screws and spacers

Type Dimensions Enclosure type Order no.
TK MPS-77 45 x 45 x 2.5 mm TK PS/PC/AL 77 197 001 01
TK MPS-97 74 x 45 x 2.5 mm TK PS/PC 97 197 002 01
TK MPS-99 74 x 74 x 2.5 mm TK PS/PC/AL 99 197 003 01
TK MPS-1111 90 x 90 x 2.5 mm TK PS/PC/AL 1111 197 004 01
TK MPS-1309 110 x 74 x 2.5 mm TK PS/PC 1309 197 009 01
TK MPS-1313 110 x 110 x 2.5 mm TK PS/PC/AL 1313 197 005 01
TK MPS-1809 160 x 74 x 2.5 mm TK PS/PC 1809 197 010 01

Mounting plate consisting of sheet metal including fastening screws

Type Dimensions Enclosure type Order no.
TK MPS-1811 150 x 90 x 2.5 mm TK PS/PC/AL 1811 197 006 01
TK MPS-1813 100 x 146 x 2 mm TK PS/PC1813 197 011 01
TK MPS-1818 150 x 150 x 2.5 mm TK PS/PC/AL 1818 197 007 01
TK MPS-2518 220 x 150 x 2.5 mm TK PS/PC/AL 2518 197 008 01
TK MPS-3625 331 x 220 x 2.5 mm TK PS/PC/AL 3625 197 012 01

Special screwdriver for actuating the TK lid screw with 
special head

Type  Order no.
TK SDR T40  195 018 01 

Plastic separating partition suitable for separating two 
circuits

Type  Order no.
TK TW-n, for TK PS/PC 1309-6 and TK PS/PC 1809-6 196 009 01
TK TW-h, for TK PS/PC 1309-8 and TK PS/PC 1809-8 196 909 01

Combi-set for combining enclosures

Type  Order no.
Small combi-set for M20 192 020 01 
Small combi-set for M25 192 025 01 
Small combi-set for M32 192 032 01 
KS large  192 018 01

Hole cutter

Type  Order no.
TK LFR-BS  M16-32    16.5-32.5 195 995 01

Standardised rails TS 15 as per DIN EN 50 045-15 x 5, 15 mm 
width, including fastening screws

Type/length Enclosure type Order no.
TK TS15-49.5 TK PS/PC 77/97 + TK AL 77 197 049 01
TK TS15-80 TK PS/PC 97/99/1111/1309/1313/1809/ 197 080 01
 1811 + TK AL 99/1111/1313/1811
TK TS15-92 TK PS/PC 1111/1309/1313/1809/ 197 092 01
 1811 + TK AL 1111/1313/1811
TK TS15-111 TK PS/PC 1309/1313 + TK AL 1313 197 111 01
TK TS15-154 TK PS/PC 1809/1811/1813/1818/2518 197 154 01
 + TK AL 1818/2518

Standardised rails as per DIN EN 50 022-35 x 7.5, 35 mm 
width, including fastening screws

Type/length Enclosure type Order no.
TK NS35-81 TK PS/PC 1111/1309/1313/1809/1811 198 081 01 
 + TK AL 1111/1313/1811
TK NS35-106 TK PS/PC 1309/1313  198 106 01
 + TK AL 1111/1313
TK NS35-144 TK PS/PC 1809/1811/1813/1818/ 198 144 01
 2518 + TK AL 1811/1818
TK NS35-216 TK PS/PC/AL 2518/3625  198 216 01
TK NS35-336 TK PS/PC/AL 3625 198 336 01

Exterior fastening plate set consisting of plastic for all TK PS/
PC, RK, HF, BM enclosures, except TK 55 and TK 75

Type  Order no.
TK ALS, set = 4 pieces 194 001 01

Exterior fastening plate set consisting of plastic for all TK  
PS/PC 55 and TK PS/PC 75

Type  Order no.
TK ABP  194 002 01

Self-tapping screw for fastening installation parts in TK  
PS/PC 55/75/1005

Type  Order no.
ES 3 x 8 mm  190 200 01
 

Spacer set for producing a clearance between the enclosure base 
and circuit board or mounting board, 4 pieces, clearance 6 mm, 
4 pieces clearance 8 mm, including fastening screws for TK PS/PC

Type  Order no.
TK DST  194 100 01

Mounting/circuit board holder consisting of plastic, suitable 
for tool-free mounting of MP and LP in TK PS/PC 55 and 
TK PS/PC 75

Type  Order no.
TK MLH-55/75, 1 set = 25 pair 194 110 01

Manual activation attachment consisting of plastic for snapping onto 
the standard lid screw for TK PS/PC 77 and higher (except TK 1005)

Type  Order no.
HBA, set = 4 piece 190 001 01

Exterior hinge set for converting the enclosure lid into 
a folding door. Incl. 2 hinges, fastening screws, cover plugs, 
and boring pattern

Type  Order no.
ASS-kl, small exterior hinge set, 
TK PS/PC 77 to TK PS/PC  1809 190 002 01
ASS-gro, large exterior hinge set, TK PS/PC 1811  
and higher (except TK PS/PC 1813-9 and TK-f) 190 005 01

Padlock set for converting the enclosure lid to a locking 
folding door. Incl. padlock, 2 hinges, fastening screws, 
cover plugs and boring pattern, TK PS/PC 1811 and higher 
(except TK PS/PC 1813-9 and TK-f)

Type  Order no.
VSG  190 100 01

Lid screws with special head, TK PS/PC 77 and higher (except 
TK 1005), against opening by unauthorised persons, additionally 
sealable, special screwdriver required, set = 12 pieces

Type  Order no.
TK DS-ku/g/T40 190 014 01 
TK DS-ku/sw/T40 190 015 01 
TK DS-lg/g/T40  190 016 01 
TK DS-lg/sw/T40 190 017 01

Additional information can be 
found in our complete catalogue.

  Standard design

  Industry quality

TK AL

Aluminium empty enclosures

 8 Enclosure sizes
  Corrosion protection via 

powder coating
  Colour: light grey,  

similar RAL 7035
 Material:  Aluminium AL SI 12
  Internal dimensioning 

comparable to TK PS/TK PC,  
assembly plates and 
standardised rails compatible

TK PS 

Polystyrene empty enclosures

 15 Basic enclosures with up to 3 different lid heights
 Grey or transparent lid
  Plastic: choice of polystyrene (TK PS)  

or fibre-glass enhanced polycarbonate (TK PC)
 With smooth side walls or pre-moulded metric breakout openings
 Modular tools: Low-cost adjustment to customer needs

TK PC 

Polycarbonate empty enclosures

TK designation scheme (example)

PS 1309-8-tm

Material

PS= Polystyrene
PC= Polycarbonate

approx. length x width

in cm

approx. height in cm

m =  metric knock-outs
o = without pre-moulding
v =  with sprayed 

cable connection

Lid material

t= transparent
k.A.= grey

PS = Polystyrene PC = Polycarbonate (UL-certified, DLG focus test - ammonia-resistant) AL = Aluminium




